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WARNING: the engine does not come with oil in it. Please fill the oil before starting. 

The 200cc hardknock requires 9/10 of a quart of oil. You also need to charge your 

battery. The maximum charging amps should be 12v 2amps, anything over this risks 

damaging your battery. 

 

Things needed for assembly. , 

-2 tubes of blue loc-tite. I donôt recommend red loc-tite, because it requires heat to 

remove the nut, and heat can damage painted surfaces, chrome and compromise the 

strength of metal.  

-High temp bearing grease. 

-rubber mallet if you have one.  

-A sealant for the petcock. Either a liquid gasket sealer that is gasoline resistant or a 

thread tape that is. (Make sure whatever it is, its gas resistant.) 

-rubber washers/rubber spacers for the gas tank mounting.  

-Anti-seize compound of your choice 

-oil for break in, and oil for the first oil change. recommended oil is red line 20/50, 

whatever oil you use must be made for a motorcycle wet clutch 4 stroke engine. Do not 

use synthetic for break in, it does not seat seals; only organic based oil can do that.  

Also use high test gasoline when riding, it reduces engine ping, gives better combustion 

and leave less carbon build up. 

Please refer to the end of the directions for firing and start up, as this can be confusing for 

some. 
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Whatôs included in your kit when you receive it, depends on the options you chose. Your 

kit will come in 4 separate boxes. The pictures that follow will show what was in each 

box. 
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These pictures do not include the engine or front end, because they have already been 

installed on this kit. 

 

Step 1. 

Unpack your boxes.  

Take an inventory to make sure all parts are included. Do not throw any boxes or 

packaging away until the bike is complete, because often small parts may have fallen 

loose and still be in a box, or packaging. Remove battery from its box and charge it while 

assembling your bike. They do not come fully charged.  

Boxes consist of: 

Box 1 ï frame 

Box 2 ï primary components, as pictured above  

Box 3 ï tires and wheels 

Box 4 ï engine 

 

Step 2 

.mounting front suspension  
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This will be the correct position of the bearings and nut when assembled 
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Open up your trees as far as they will open 
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Next grease your 

bearings

 
 

Place your bottom bearing back on the neck bolt. Than take your front suspension and 

place the neck bolt through the head tube and put your top bearing in the head tube and 

push down the top triple tree. Than put the top nut on as shown in the ñcorrect placement 

pictureò and tighten it down. It is best to get it as tight as possible. It will loosen up as it 

seats itself it from 

riding.
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Now place your top triple tree back down than take the large head tube bolt. And put it 

on. Itôs a 30mm diameter nut.  Do not tighten down you legs yet. You will do this after 

you align your fender and axle. So they are straight and level. 

 

Step 3.  

Mounting engine.  
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There may be a gap on the front lower motor mounts. This is normal during installation. 

Tighten down the motor mount bolts until there is no gap. In the event you are not 

comfortable with the amount of the gap on the lower front motor mount you can reduce 

the gap simply by using washer to reduce the gap, but not completely eliminating the gap, 

you need some gap to draw the mount down. 

 

Step 4.  

Wiring the engine 

 First install the voltage regulator to the bottom of the engine, directly in front of the rear 

engine mount. 
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This is the wiring plug coming from the engine on the primary drive side near the 

sprocket. 

 
 

 

 

The next step is to run this wire and plug as hidden as possible up and into the oil 

can.there is a hole in the oil can for this plug to be placed through in the center of the can 

near the backbone on the frame. Than plug it into the corresponding plug in the faux can.  
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In this picture you can see where the wire and plug will go into the oil can 

 
 

Next step is to ground the starter. I grounded my starter to the inside of the rear motor 

mount using a small nut and bolt. Than run the starter positive into the battery box and 

connect to the starter solenoid, on the empty side.  

 

Step 5. 

Mounting front fender. 

While your legs are still loose enough to move place your front axle through them to get 

them straight and at correct height alignment. You may need or want to use a tape 

measure to check all measurements for correct alignment on front suspension. After you 

get them correct you may now tighten down your triple tree nuts, but I do not recommend 

you use loc-tite until you place you front wheel on. In the event that your alignment was 

incorrect it makes it easier to loosen up and move. Only after you are completely sure it 

perfect place loc-tite on the triple tree bolts.  


